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PROJECT SITE

LOCATION MAP
GENERAL CONSTRUCTION NOTES

PRIME CONTRACTOR LICENSE REQUIRED: CLASS A

ALL STRUCTURES SHALL BE CONSTRUCTED PER SPPWC STANDARD PLANS, UNLESS OTHERWISE SHOWN.
THE CONSTRUCTION SYMBOLS ARE PER SPPWC STANDARD PLAN 100-2. THE ASPHALT CONCRETE PAVEMENT
LEGEND FOR PAVEMENT MIX IS PER A.P.W.A. STANDARD PLAN 101-2.

FIELD DENSITY AFTER ROLLING OF ALL AC PAVEMENT PLACED ON THIS PROJECT SHALL BE A MINIMUM

OF 95 PERCENT RELATIVE COMPACTION, PER SUBSECTION 302-5.6.2 OF THE STANDARD SPECIFICATIONS
FOR PUBLIC WORKS CONSTRUCTION.

DROP—OFFS ON THE PAVEMENT OVER 1" THAT WILL REMAIN OVERNIGHT SHALL BE RAMPED WITH
TEMPORARY AC PAVEMENT. COST TO BE INCLUDED IN THE BID PRICE FOR AC PAVEMENT.

SELECT SUBBASE (CMB) OR OTHER NONEXPANSIVE MATERIAL (LESS THAN 3% EXPANSION) IS REQUIRED
UNDER DRIVEWAYS.

THE CONTRACTOR SHALL LOCATE AND ADJUST ALL STORM DRAIN AND SEWER MANHOLES TO NEW STREET
SURFACE AT THE BID PRICE FOR "ADJUST MANHOLE” UNLESS OTHERWISE SHOWN.

EXISTING UTILITIES SHALL BE MAINTAINED BY THE CONTRACTOR UNLESS OTHERWISE NOTED.
DO NOT COLD MILL OVER EXISTING MANHOLES, CATCH BASIN LOCAL DEPRESSIONS, OR BUS PADS.

THE CONTRACTOR SHALL NOTIFY USA AT 1-800—-227-2600 48 HOURS PRIOR TO ANY DIGGING
WITHIN THE ROAD RIGHT OF WAY.

X

X

ALL EXISTING UTILITIES WITHIN SIDEWALK (EX. WATER VALVES, WATER METERS, GAS VALVES,
HYDRANTS, PULL BOXES, ETC.) SHALL BE ADJUSTED TO FINISHED GRADE OR RELOCATED TO THE
SATISFACTION OF THE CITY ENGINEER, CITY’S REPRESENTATIVE AND THE UTILITY OWNER. ALL COST

ASSOCIATED WITH UTILITY RELOCATION SHALL BE INCLUDED IN THE BID PRICE FOR PCC SIDEWALK.

ALL EXISTING CURB DRAINS & PARKWAY DRAINS SHALL BE CUT BACK OR REPLACED AS REQUIRED OR AS
DIRECTED BY THE CITY ENGINEER OR HIS REPRESENTATIVE PRIOR TO BEING DISTURBED, CURB DRAIN LOCATIONS
SHALL BE MARKED ON THE FIELD FOR REPLACEMENT. REPLACEMENT OF CURB DRAINS SHALL BE PER

A.P.WA. STD. PLAN 151-2. THE COST OF CURB DRAINS SHALL BE INCLUDED IN THE COST FOR PCC SIDEWALK.

TRAFFIC CONTROL PLANS:

TRAFFIC CONTROL WITHIN PUBLIC STREET RIGHT OF WAY SHALL BE IN CONFORMANCE WITH THE LATEST EDITIONS

OF THE WORK AREA TRAFFIC CONTROL HANDBOOK, THE STATE OF CALIFORNIA MANUAL OF TRAFFIC CONTROL
FOR CONSTRUCTION AND MAINTENANCE IN WORK ZONES AND SECTIONS 7.10—1 AND 7.10-3 OF THE STANDARD

SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION. THE CONTRACTOR SHALL SUBMIT TO THE CITY ENGINEER
S SETS OF TRAFFIC CONTROL PLANS STAMPED AND SIGNED BY A REGISTERED TRAFFIC ENGINEER AT LEAST

10 WORKING DAYS PRIOR TO COMMENCING WORK. ALL COST INVOLVED SHALL BE INCLUDED IN THE BID PRICE
FOR THIS PROJECT AND NO ADDITIONAL COST WILL BE ALLOWED.

THE CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANIES FOR RELOCATION/ADJUSTMENT/REMOVAL
OF UTILITIES. ALL COST ASSOCIATED WITH RELOCATION SHALL BE INCLUDED IN THE BID. NO ADDITIONAL

COST SHALL BE ALLOWED.

ATTENTION
All utilities shown on this plan are based on available
records. It shall be the sole responsibility of the contractor
to verify all existing utilities by contacting utility agencies
and to avoid damaging existing utilities during excavation.
FOR UNDERGROUND SERVICE ALERT CALL:

1-800—227-2600

Underground Service Alert

Call: TOLL FREE
1-800—-227-2600

TWO WORKING DAYS BEFORE YOU DIG
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CONSTRUCTION LEGEND

PORTLAND CEMENT CONCRETE CURB AND GUTTER.
PER SPPWC STD. PLAN 120—1, TYPE A2-8

MODIFIED TO MATCH EXISTING (W=3" AND 5’)

8” PORTLAND CEMENT CONCRETE ON 6”7 CRUSHED AGGREGATE
BASE, TYPE Il

SAWCUT AND REMOVE EXISTING 8—INCH THICK CONCRETE PAVEMENT
AND 2—INCH ASPHALT CONCRETE PAVEMENT.

PORTLAND CEMENT CONCRETE DRIVEWAY, 8 IN. THICK.

PORTLAND CEMENT CONCRETE SIDEWALK, 4 IN. THICK ON 4" CAB

REMOVE EXISTING CATCH BASIN AND CONSTRUCT NEW CATCH

BASIN TO MATCH EXISTING (W=14', V=TO MATCH EXIST.) PER SPPWC
STANDARD PLAN 300-—2.

RELOCATE GUY WIRE

REMOVE EXISTING ASPHALT CONCRETE PAVEMENT.

6” PORTLAND CEMENT CONCRETE PAVEMENT ON 4” CAB.
ASPHALT CONCRETE PAVEMENT —VARIABLE THICKNESS (2”7 MIN.)
SEE TYPICAL SECTION ON SHEET 2.

RELOCATE/ADJUST WATER METER BOX TO FINISHED GRADE.

ADJUST WATER VALVE CAN TO FINISHED GRADE.
COLD MILL ASPHALT CONCRETE PAVEMENT 2" MIN.

APPROVED:

Qe

REVISIONS

PROTECT EXISTING PAC BELL MANHOLE DURING CONSTRUCTION.
ADJUST SEWER/STORM DRAIN MANHOLE TO GRADE.

PORTLAND CEMENT CONCRETE CURB PER
SPPWC STD. PLAN 120-1, TYPE A1-8.

CONSTRUCT CURB RAMP PER SPPWC STD. PLAN 111-=3,
CASE A, TYPE 3.

SAWCUT AND REMOVE EXISTING CONCRETE SIDEWALK.

REMOVE EXISTING PARKWAY DRAIN WITHIN LIMITS SHOWN,
CAP END WITH TWO LAYERS OF BRICK AND MORTAR.

BENCH MARK

BM 6727 Y Elev. 150.27

FOUND L+SPK AT N/O BCR @ NW COR
SLAUSON AVENUE AND GARFIELD AVENUE

REVISED BY APPROVED BY

COMMUNIY DEVELOPMENT DEPARTMENT

RECOMMENDED:

REG. NO. 35985
EXP. 6—30-10
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CONSTRUCTION SYMBOLS

INDICATES WORK PER CONSTRUCTION LEGEND

6 A2-8

@ BELOW LINE: REFERENCE TO DETAIL OR THICKNESS
OF BASE MATERIAL IN INCHES.

ABOVE LINE: [INDICATES THE TYPE OF STANDARD OR
THICKNESS OF SURFACE MATERIAL IN INCHES.

|

REMOVE
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